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SIZE ØNB F Ø WD H

FLANGE

MOUNTING

PCD

40 40 33 75 98

50 (F 05)

50 50 43 95 122

50 (F 05)

65 65 46 107 130
50 (F 05)

80 80 46 125 130
50 (F 05)

100 99 52 157 160
50 (F 05)

125 125 56 176 160
50 (F 05)

150 148 56 201 180

50 (F 05)

200 193 60 256 205

102 (F 10)

250 244 68 324 280

102 (F 10)

300 295 78 380 310

102 (F 10)

350 332 78 413 320

125 (F 12)

400 393 102 488 375

140 (F 14)

450 430 114 534 400

140 (F 14)

500 480 127 584 425
165 (F 16)

600 575 154 584 692
165 (F 16)

NOMINAL SIZE

UNSPECIFIED TOLERANCES FOR MACHINED DIMENSIONS

00

DRG. No.

APPROVED

BS 6755 Part - I / API 598 / EN 12266-1

BS 5155 / API 609 / EN 593 / IS 13095

BS 5155 / ISO 5752 / API 609

TOP FLANGE DRILLING

DESIGN & MFG. CODE

INSPECTION & TESTING

FACE TO FACE

CLIENT & P.O. NO.

END CONNECTION

REMOVE SHARP CORNERS

STANDARD

PROJECTION

THIRD ANGLE

WAFER

SCALE

±0.20

0-75

RATING

NTS

PN 10 / 16

DATE

DATE

DATE

14/03/2015

SE / BFV / PN 10-16 /40-600

75-300

UNLESS OTHERWISE SPECIFIED

ALL DIMENSIONS ARE IN M.M.

±0.40 ±0.50

MFG.

DESIGN

300-600

±0.75

REV.

CHECKED

ABOVE 600

KMS

AS SHOWN

AS SHOWN

MATERIALDESCRIPTION

ASSEMBLY

BUTTERFLY VALVE

CONSTRUCTION:-    SOFT SEATED , SLIM SEAL WAFER TYPE

FOR REFERENCE FOR APPROVAL FOR RECORD

11 BOTTOM BUSH PTFE 1

10 TOP BUSH PTFE 1

9 PIN SPRING STEEL 1

8 GUIDE SPINDLE S.S. 410 1

7 O RING EPDM / NITRILE / SILICON 1

6 GEAR BOX / LEVER MFG. STD. 1

5
O RING EPDM / NITRILE / SILICON 1

4 BONDING / LINING EPDM / NITRILE / SILICON 1

3 SPINDLE S.S. 410 1

2 DISC SG IRON / CF8 / CF8M 1

1 BODY CI / CS / CF8 / CF8M 1

P.NO NOMENCLATURE MATERIAL
QTY.

BILL OF MATERIAL

BUTTERFLY VALVE

F

Ø
N

B

Ø
W

D

H

L

FLANGE

MOUNTING

PCD

PRESSURE

RATING

HYDROSTATIC

SHELL TEST

HYDROSTATIC

SEAT TEST

Kg / cm²

PSI

Kg / cm²

PSI

PN 16 22 310 16 225

PN 10 15 210 10 140

-: Special Features :-
         1. Low torque operation

         2. Compact - low weight

         3. Suitable for horizontal, vertical and inclined application

         4. Easy maintainance

-: Available Options :-
         1. Special elastomer compound for integral moulded seat

         2. Replaceable seat

         3. Pneumatic operation

         4. Lug type / Flange end

SEAT TYPE

TEMPERATURE RANGE

Min. Max.

NITRILE

-13°F(-25°C) 248°F(120°C)

EPDM

-13°F(-25°C) 284°F(140°C)

SILICON

-58°F(-50°C) 392°F(200°C)

VITON

-23°F(-5°C) 572°F(300°C)

HYPALON

-4°F(-20°C) 266°F(130°C)

6

7

10

3

11

2

4

1

9

8

5

ISO 5211

SUITABLE FLANGE

STANDARD

ASA 150 / BS 10 TAB D, E & F / IS 6392 / PN10 / 16
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